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S T E R I L I Z A T I O N

MODEL NO.: YSI-410

YSI SINGLE WATER STILL

MODEL NO.: YSI-410A

YSI DOUBLE WATER STILL

MODEL NO.: YSI-410B

YSI MULTI COLUMN WATER STILL
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As per IS -3830

Free standing, electrically operated water still that is capable 

of producing Pyrogen free distilled water as per IP/BP 

standards. All contact parts are made of stainless steel. 

fitted with ISI Marked Immersion water heater, low water 

protection & electrical control box. It is mounted on a sturdy 

MS tubular stand.

Capacity: 5 Lit/ hr, 10 Lit/hr, 20 Lit/hr, 40 Lit/hr, 60 Lit/hr. 

Automatic version also available.

As per IS -3830

Free standing, electrically operated double water still 

capable of producing Pyrogen free distilled water as per 

IP/BP standards. All contact parts are made of stainless 

steel. This comes with ISI Marked Immersion water heater, 

low water protection & electrical control box. It is 

mounted on a sturdy MS tubular stand.

Capacity: 5 Lit/ hr, 10 Lit/hr, 20 Lit/hr, 40 Lit/hr. Automatic 

version also available.

—Distillation

Stainless steel multi column distilled water still, generally as 

per the Barnstead type shell, tube evaporator; suitable for 

external steam operation. The unit is as per IS : 3830.

Capacity:120 Lit/hr, 200 Lit/hr, 300 Lit/hr, 400 Lit/hr, 600 Lit/hr.

YSI
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