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MODEL NO.: YSI-169

YSI TABLETOP HARD TISSUE/
BONE CUTTING MACHINE

MODEL NO.: YSI-170

YSI CADAVEROUS INJECTOR

MODEL NO.: YSI-171

YSI CADAVER WEIGHING SCALE
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T Specification :

Ÿ Stainless steel structure and door.

Ÿ Bone Pusher, Portioning device, blade guard.

Ÿ Detachable scrap pan and blade scrapper

Ÿ High speed self ventilated motor

Ÿ Low voltage NVR Safety device (24V), with start and 

stop buttons. 

Ÿ Cutting speed : 15 m/sec.

Ÿ Blade Length : 1650mm

Ÿ Pulley Diameter : 210nnm

Ÿ Motor : 1450RPM

Ÿ Work Table Size : 437x465mm

Ÿ Dimensions : 511 x 606 x 803mm

Ÿ Electrical Source : 220-240V, 50Hz

Ÿ Power : 750W

Ÿ Gross Weight : 54.61kg

Ÿ Net Weight : 40kg

For injecting Formaldehyde solution in to Cadaverous at much higher 

speed than normal gravity process. Unit is fully covered & mounted on 

a portable trolley having four castor wheels for easy movement.

Unit consists of one air compressor fitted with 1/2 Hp Crompton /AUE 

Make Motor which is connected with a Stainless Steel Tank of 10 liters 

capacity meant for storing and injecting the solution with built in level 

Indicator and top liquid filling nozzle with cap.

Tank is fitted with a safety valve, pressure gauge and rubber tubing 

having provision for injecting the solution. Supplied with 2 sizes of 

cannulae. Suitable to work on 220 volts, 1 ph 50 Hz, Ac supply.

Designed to withstand frequent use. 4 weighing points for optimum 

precision and reliability. Made of Stainless steel 304.

Plate dimensions : 1250x 1000mm, 1500x 1250mm

Access Ramp : Width 1000-1250 or 1500mm

Range : 200, 300 kg
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